
 

 

Upgrade Options and Accessories for Klaus Stack Parkers 

Flooring 

All Klaus parking systems come with our standard grip platform profiles, but if the system requires a 

surface that it better suited for pedestrian traffic or harsher weather conditions, there are 

alternative platform materials available. 

Easy Walk Profile 

 

The hot-dip galvanised “Easy Walk” platform profile is a beautiful and practical alternative to the 

Standard Grip flooring. This platform covering, which is made of fully closed, hot-dip steel profiles 

with 12 mm high “beads” running perpendicular to the platform, is ideal for everyone who values 

the advantages of a modern platform covering with an excellent walking and driving surface.  

AluLongLife Profile 

 

AluLongLife is the highest quality flooring available for the Klaus systems. With an anodized surface 

that was specifically developed for this application, AluLongLife stands out in many respects as 

unrivalled material with excellent properties. It is rust-proof, durable, easy to clean, light weight and 

extremely stable, with excellent resistance to corrosion and atmospheric conditions. AluLongLife 

provides the outstanding accessibility and trafficability and high wear resistance.  

  



 

 
Rubber Inserts for Standard Grip Platform 

Although our standard platform profiles offer excellent driving traction, some users may find them 

difficult to walk on in high heels. An economical alternative to the EasyWalk or AluLongLife finishes is 

rubber inserts down the driver side of the platform, which evens out the walking surface and 

reduced the chances of slipping on a wet or dusty platform. These may be added at the time of 

installation, or post installation or any or all of the platforms. 

  

 

Upgraded Weight Capacity 

A number of the stack parkers may be 

upgraded to hold heavier cars, in some cases 

up to 3000 kg. See the table below to see if 

your stack parker is eligible for a weight 

upgrade: 

 

 

 

Model Standard Weight Capacity Upgraded Weight Capacity 

2015 2500 kg - 

2061 2000 kg 2500 kg 

2042 2000kg - 

2072 (EB) 2000 kg 2600 kg 

2072 (DB)  2000 kg 2600 kg 

2082 (EB) 2000 kg 2500 kg OR 3000 kg 

2082 (DB) 2000 kg 2600 kg 

G82 (EB) 2000 kg 2500 kg 

G82 (DB) 2000 kg - 

G63 (EB) 2000 kg 2500 kg 

G63 (DB) 2000 kg - 

 


